EC|elettrocanali TECHNICAL DATA SHEET

THE ITALIAN EVOLUTION OF ELECTRICITY
ECSMO

PLAIN BOX FOR DEVICES

Trunkings > Wall and ceiling > Miniature solid trunkings > Boxes and lids > Modular
boxes for wiring devices > Boxes for wiring devices series "magic"

Technical Symbols/Marks/Approvals

GWT MADE
IP40 IKo7 650° c € RoRS I ITwLY

® Norms

EN 50085-1 EN 50085-2-1

Description
Self-supporting box for Italian appliances. Suitable for MAGIC or similar appliances. Fixtures can be mounted without brackets or

plates. Side knockout for mini-trunking.

Etim

GROUP EG000013 - Domestic switching devices

CLASS EC000080 - Surface mounted box for flush-mounted switching equipment

Degree of protection (IP) IP40  RAL-number (similar) 9001  Number of units 0
Mounting direction Vertical  Material Plastc ~ Material quality Thermoplastic
Halogen free Yes  Surface protection Untreated  Surface finishing Glossy
Colour White  Transparent No  Width 52 mm
Height 64mm  Depth 46 mm  Assembly arrangement Surface mounted box
Shock resistant Yes Shape Rectangular ~ With cover frame No
With duct entry Yes  With cable entry No  With screw gland entry No
Number of inlets 0 Inlet from the rear No

Technical Characteristics

Description Scatola cieca
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Barcode

|+ barcode

8032636768995
Unit

1NR

0.0333 [Kg]

8032636763983
Cardboard

30 NR

0.999 [kg]
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