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EC69651

PANEL-MOUNT INCLINED SOCKET
IP67 220/240V 2P+E 125A
Industrial > Plugs and sockets > Panel and wall-mount > Panel
sockets > Panel-mounted cee socket outlet (iec 60309) > Ip67 -
125 a

Technical Symbols/Marks/Approvals

Norms

EN 60309-1 EN 60309-2

Etim
GROUP EG000014 - Industrial sockets/plug applications
CLASS EC001317 - Panel-mounted CEE socket outlet (IEC 60309)
Number of poles 3 Degree of protection (IP) IP67 Material Plastic

RAL-number 5017 IEC-amperage 125 A
Voltage according to EN
60309-2

230 V (50+60 Hz)
blue

Clock hour position 6 h Identification colour Blue Connection system Screwed terminal

Insert direction Straight Surface coating contacts Untreated Military model No

Rated voltage 200-250 V Rated frequency 50-60 Hz Flange size vertical 130 mm

Drill hole distance vertical 108 mm Flange size horizontal 120 mm Drill hole distance horizontal 100 mm

Barcode

8033576779294

Unit

1 NR

0.8775 [kg]

8059307219143

Pack

2 NR

1.755 [kg]

8032793873419

Cardboard

8 NR

7.02 [kg]


