EC|elettrocanali TECHNICAL DATA SHEET

THE ITALIAN EVOLUTION OF ELECTRICITY
EC220GU9055

STRAIGHT JOINT FOR TRUNKING
90X55 AND 135X55 mm

Trunkings > Wall and ceiling > Wiring devices systems > Series
kuadra - for 45x45mm devices > Joint clip for cover wall duct

Technical Symbols/Marks/Approvals

£
GWT MADE
IKO8 P40 650° C € RoHS Il Ny
Norms
EN 50085-1 EN 50085-2-1
Description

Linear joint for joining two straight sections of duct. Snap-fits to the duct.

Etim
GROUP EG000006 - Installation ducts for wall and ceiling
CLASS EC000800 - Cover strip for wall duct

Degree of protection (IP) P40 Material Plastic m‘;";ﬁ:;al Acrylonitrile butadiene St({(gns‘;
Halogen free Yes  Anti-bacterial treatment No Surface protection Untreated
Colour White  Impact strength IKo8  Type of fastening Snap on
Model Duct joint cover ~ RAL-number 9001  Working temperature -5-60 °C
Shape Symmetric  Cover width 45 mm  Suitable for wall duct width 45 mm
Suitable for depth of wall duct 55 mm

Documentation available for download

Instruction booklet

Instructions de
montage KUADRA
GU9055_R.pdf
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Barcode
8050880881215 8057711590032
Pack Cardboard
10 NR 50 NR
0.08 [kg] 0.165x0.175x0.105 [m]

0.4 [kg]
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