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THE ITALIAN EVOLUTION OF ELECTRICITY
ECL4020WH

\; 2 WAY 1P SWITCH WITH CENTRAL
A ! OFF POSITION (1-0-2) 16AX 250V WH
— e ot o e e e ™
Vi
‘ : Technical Symbols/Marks/Approvals

MADE GWT
ITR‘lLY IP20 850° c €

Etim
GROUP EG000013 - Domestic switching devices
CLASS EC001590 - Installation switch

Rated current 16 AX  Mounting method Flush-mounted  Built-in depth 41 etim.un.eu570448.abb
Material Plastc ~ Material quality Thermoplastic  Halogen free No
Anti-bacterial treatment No  Surface protection Untreated ~ Surface finishing Matt
Colour White  Type of fastening Engage (snap) (S“L;;table for degree of protection 1P20
Assembly Modular device for domestic ~ Number of modules (module 1 Device width 22 etim.un.eu570448.abb
arrangement switching devices  system)

. . ) . ) Min. depth of built-in 41
Device height 46.77 etim.un.eu570448.abb  Device depth 41 etim.un.eu570448.abb installation box etim.un.eu570448.abb
Method of operation Rocker/button ~ Connection type Screwed terminal  Nominal voltage 250 etim.un.eu570079.abb
Monitoring contact No  With mounting plate No  Push button switch Yes
Lighting No  Washing machine switch No
Barcode

8032793870746 8059606157283 8054382044055

Unit Pack Cardboard

1NR 12 NR 240 NR

0.025 [kg] 0.19x0.1x0.05 [m] 0.215x0.4x0.31 [m]
0.3 [k] 6 [kg]

ELETTROCANALI s.p.a. | Via Gen. C. A. dalla Chiesa, 18 - 24020 Scanzorosciate BG Italy | T. +39 035 665077 | info@elettrocanali.com

Information, dimensions, diagrams and images are provided for informational purposes only and are current as of the date 10/09/2025 - 1/1
indicated. These elements may be subject to change at any time.



