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TECHNICAL DATA SHEET

EC485C7

ALUMINIUM WALL-MOUNT JUNCTION
BOX 392X298X144 mm (IP55)

Envolvientes > Montaje en pared > Cajas de conexiones > 485

- aluminio > 485 - aluminio

Technical Symbols/Marks/Approvals

MADE
IP55 IKO7 n,'cu.v
Estandares
EN 60670-1 EN 60670-22

GROUP EG000048 - Connection material (electrotechnical)

CLASS EC002600 - Box/housing for surface mounting on the walllceiling

Mounting method
Halogen free
Width

Length

For Ex-zone gas

Circuit integrity

Number of inlets
Connectable

Type of housing feed-through
Casting compound included
Weatherproof

Wall-/ceiling mounting

Yes

392 etim.un.eu570448.abb

298 etim.un.eu570448.abb

None
None
0
No
None
No

Yes

Degree of protection (IP) IP55

Surface protection Lacquered

Depth 144 etim.un.eu570448.abb
Working -40-125
temperature etim.un.eu570073.abb

For Ex-zone dust None

Equipped with Potential equalization

Inlet from the rear No
Mounting in the soil No
Cover attachment Screwed
Sealable No

Material
Colour
Model

Explosion-tested version

Cover model

Shape

Transparent cover
Mounting under water
Castable

With screening

Aluminium
Grey

Junction box
No

Blind cover
Rectangular
No

No

Yes

No
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Barcode

8033954874276
Unit

1NR

4.5 [kg]

ELETTROCANALI s.p.a. | Via Gen. C. A. dalla Chiesa, 18 - 24020 Scanzorosciate BG Italy | T. +39 035 665077 | info@elettrocanali.com

Information, dimensions, diagrams and images are provided for informational purposes only and are current as of the date 06/09/2025 - 2/2
indicated. These elements may be subject to change at any time.



