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EC6902113

ASSEMBLED DISTR. BOARD BDO
TYPE 2 GREEN SOCKETS IP55 P17/30
Industrial > Cuadros de distribuciÓn > Cuadros de distribuciÓn
> Asc - sistema de tableros > Asc - sistema de tableros > Caja
de pared de carga para bicicletas elÉctricas

Technical Symbols/Marks/Approvals

Estándares

EN 61439-1 EN 61439-4

Etim
GROUP EG000014 - Industrial sockets/plug applications
CLASS EC000379 - CEE socket outlet combination (IEC 60309)
Power loss 9 etim.un.eu570054.abb Leakage current type AC Degree of protection (IP) IP55

Colour Grey Width 105 etim.un.eu570448.abb Height 337 etim.un.eu570448.abb

Depth 95 etim.un.eu570448.abb Housing material Plastic Contact material CuZn

Surface coating contacts Untreated Military model No
Number of socket outlets with
protective contact CEE 7/3 (type
F)

4

Number of socket outlets Swiss
standard type 13 0

Number of socket outlets Swiss
standard type 15 0

Number of socket outlets Swiss
standard type 23 0

Number of socket outlets Swiss
standard type 25 0 Type of mains connection Other Protection Overcurrent switch

Number of socket outlets
Danish standard (earthing pin,
type K)

0 CEE socket outlet 16 A None CEE socket outlet 32 A None

CEE socket outlet 63 A None CEE socket outlet 125 A None
Other fixtures and/or empty
locations 0

Earth leakage
switch

Earth leakage switch with IFN 30
mA (standard)

Number of miniature circuit
breakers (MCB) 2

Power supply/connection
possibility

1 cable (branch
line)

Number of poles mains
connection 3 Diameter cable entry M25 Handling Wall mounting

Technical Characteristics
Dispositivo de protección
combinado 2x2P - 6A Potencia de salida por zócalo 1.3 kW Schuko/encajes bivalentes 2 x P17/30



TECHNICAL DATA SHEET

ELETTROCANALI s.p.a. | Via Gen. C. A. dalla Chiesa, 18 - 24020 Scanzorosciate BG Italy | T. +39 035 665077 | info@elettrocanali.com

Information, dimensions, diagrams and images are provided for informational purposes only and are current as of the date

indicated. These elements may be subject to change at any time.
09/09/2025 - 2/2

Documentation available for download

Electical diagram

6902113.pdf

Barcode

8054382041429

Unit

1 NR

0.39x0.295x0.15 [m]

2.7 [kg]
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