EC|elettrocanali

THE ITALIAN EVOLUTION OF ELECTRICITY

Description

TECHNICAL DATA SHEET

ECPO08

SPIRAL WRAP DIM. 8X10
TRANSPARENT

Goulottes > Fendue > Goulottes et accessoires > Spirales >
Tube de regroupement de cébles > Transparent

Symboles/marques/approbations techniques

MADE

RoHS Il IN
ITALY

HF | |CE

Polyethylen spiral wrap. To be used in the electrical cabinets. For use in wiring or surface-mounted panels. Can be used to collect and

route connection cables.

Etim

GROUP EG000003 - Gaines de protection
CLASS EC002604 - Tube de regroupement de cables

Matériau Plastique
Couleur Incolore
Résistant aux UV No
Diamétre nominal 10 mm
Epaisseur de paroi 0.75 mm

Caractéristiques techniques

Diametre extérieur

10 mm

Qualité du matériau PE
Transparent Oui
Diametre du faisceau 340-340 mm

Température de fonctionnement

a court terme 6o°C
Largeur d'hélice 10 mm
percer 8 mm

Sans halogéne Oui
Modele
Température de fonctionnement

Tuyau spiralé
-5-60 °C

Propriétés de protection
contre l'incendie

Conformément a
UL94 HB

ELETTROCANALI s.p.a. | Via Gen. C. A. dalla Chiesa, 18 - 24020 Scanzorosciate BG Italy | T. +39 035 665077 | info@elettrocanali.com

Les informations, dimensions, schémas et images sont fournis a titre indicatif seulement et sont mis a jour a la date
indiquée. Ces éléments sont susceptibles d'étre modifiés a tout moment.
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Code a barres

8054320286905 8057711597208

Pack Cardboard

25 MT 200 MT

1.1875 [kg] 0.365x0.465x0.23 [m]
9.5 [kq]
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